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DIGITUS® Instalaéni kabely DIGITUS® Cat 6 F-UTP
kroucena dvojlinka, PVC

DK-1621-V-305
EAN 4016032250555

DIGITUS CAT 6 F-UTP installation cable, raw length 305m, paper box, +  Celkovy poéet izolovanych vodiél: 8, stoéené ve 4 parech
AWG23/1, PVC, sx, grey +  Barevny kbéd: modrd - bild, oranZové - bild, zelend - bild, hnédd - bild
Instalaéni kabely U-FTP DIGITUS © kategorie 6A byly navrZeny a Attributes

testovény dle standardd ISO/IEC 11801, TIA/EIA 568B, a EN50173
specifikace kategorie 6A. Kazdy kabel sestdvéd z 8 barevné kédovanych
AWG 23 polyetylénovych izolovanych vodi€d. Vodi&e jsou stoéeny
dohromady ve 4 pdrech s riznou délkou zkrutu. Udaje vyti§téné na vngjsim

Assortment: Twisted Pair Installation Cables
Category: CAT 6
Shielding: F-UTP, foil shielding

CPR:E
pl&sti obsahuji ndzev znacky a kéd polozky. Kabel je zabalen v rozklddaci Len ﬂ:q305 m
papirové krabici nebo na difevéném bubnu, coZ umoZiuje snadnou gth:
instalaci Color: grey
instalact. Jacket: PVC
Vynikajici vykon a kvalita spojeni pro Vasi sif . +  Structure: 4 x 2 AWG 23/1, solid twisted pair
Izolace: HD-PE
Logistics
Number Weight Depth Width Height em®
(pcs) (kg) (cm) (cm) (cm)
Packaging Unit Carton 1 5.95 39.00 39.00 7.50 1,407.50
Packaging Unit Inside 1 5.95 39.50 38.00 27.50 41,277.50
Packaging Unit Single 1 5.95 39.50 38.00 27.50 41,277.50
Net single without 1 5.95 39.50 38.00 27.50 11,407.50

Packaging
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Safety notes

+ Data cables must not be bent, stretched or twisted excessively. Sharp bends can damage the cable sheath and lead to failures or short circuits.
+ Installation only by trained specialists.

+ Forindoor cables (LSZH jacket): Suitable only for installation in dry indoor environments.

+  The data cable must not be in direct contact with other electrical cables or high-voltage sources in order to avoid electromagnetic interference.

EU responsible person

EU based economic operator ensuring the product complies with the required regulations.
ASSMANN Electronic GmbH

Auf dem Schiffel 3

Ludenscheid, Germany

https://www.assmann.com

info@assmann.com
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