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Digitus® USB adapter/pretvaraé, OTG

AK-300310-002-S
EAN 4016032324034

USB 2.0 adapter cable, OTG, type mini B - A M/F, 0.2m, USB 2.0 + AWG: 28

conform, +  Kabel u boji: crni

Kapice: ukalupljeno

Konektor 1: Mini USB B, 5-polni, utika¢
Konektor 2: USB A, priklju¢ak
Konektor u boji: crni

Izravna razmjena podataka izmedu dva uredaja bez raéunala. To vam, na
primjer, omoguéuje da opremite svoj digitalni fotoaparat USB
prikljuékom. Povezani uredaji moraju biti kompatibilni s OTG (On-The-Go)

tandardom.
standardom Materijal Zice: CU
Oprema svoj pametni telefon dodatnim USB prikljuékom. +  PovrSina konektora: poniklano
Attributes + USB sukladnost: USB 2,0
. * Duljina:0.2m
AmbalaZa: Polybag «  oklop: dvostruki oklop
Asortiman: USB kabeli
Logistics
Number Weight Depth Width Height cm?
(pcs) (kg) (cm) (cm) (cm)
Packaging Unit Carton 500 9.80 42.00 42.00 25.00 44,100.00
Packaging Unit Inside 10 0.20 20.00 20.00 6.00 2,400.00
Packaging Unit Single 1 0.02 14.00 9.00 1.00 1,386.00
Net single without 1 0.02 14.00 9.00 11.00 0.00

Packaging

www.digitus.com Druckfehler, Irrtimer und technische Anderungen sind vorbehalten. | Printing errors, falsities and technical changes remain reserved.



https://products.digitus.com/ean.php?ean=4016032324034&lang=hr

vigitus

More images:

AK:300310-0025 // USB 2.0 Adapter Cable, OTG, Type Mini B-A AK-300310.0028 // USB 2.0 Adapter Cable, OTG, Type Mini B-A

USH
=

Anwendungsbeispiel

Connections Example of wse ?

Safety notes

+ When plugging and unplugging the cable, only grasp the plug and do not pull directly on the cable.

+ Cables must not be kinked sharply or bent at tight angles, as this can damage the inner wires and lead to failures.

+ Make sure that the cables are not under tensile load, as this can damage the insulation and the wires inside the cable.

+ Ensure that cables are not laid in areas where they can be easily damaged mechanically.

+ Cables should not be used in environments with extremely high or very low temperatures. Observe the product information on the maximum operating
temperature of the cable

+  Check cables regularly for visible damage such as cracks, kinks or signs of wear. Defective cables should be replaced immediately to avoid failures, short
circuits or even electric shocks.

EU responsible person

EU based economic operator ensuring the product complies with the required regulations.
ASSMANN Electronic GmbH

Auf dem Schuffel 3

Ludenscheid, Germany

https://www.assmann.com
info@assmann.com
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