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DIGITUS® DIGITUS® CAT 6A HHHKHEHEEH U-FTP B EEHEEEEEEEEREE

DK-1624-A-VH-1
EAN 4016032344131

CAT 6A U-FTP installation cable, 500 MHz Dca (EN 50575), AWG 23/1, - HHERHERHER: 150 B RHER.
100 m paper box, + HEFREEEE HHHHEE HEEEEEEERRREREERE: 1005 BE BH 1HEE - 600 BEEH

DIGITUS® EEEEEEEEEEEEEEE HEEEEE EEEEEEEEE 6 A U-FTP EEEEEEEEEEE B HEHHEE B B ae a e B e S a B Ra R BB 1so/EC 1

AWG 23, HEHHEENEENEEN REHRNEERNEEN. HEEHENERRER HEERNEEREER B4 HRNARGREES H ENEEHNEENEE HNEERE BNRERRE. BE HREHEERN HEERNEERE BHREREE
HEEEHREE EEENEEENREENREEEREE B EHNREENE BEEEE HEE BEEHEE BERE. < Assortment: Twisted Pair Installation Cables

EEEEEEEEEE BEEEEEEE Category: CAT6A ‘
ENEER EENEEREEAE BNEEANEENEEEE ENEEREEANEE: 8, DANEE B 4 EEE  onie/ding: U-FTP, pairs inmetal foi
EEEEEEEE BEE: EEEE-EEEEE, EEEEEEEE-EEEEE, HHEEEE-EEEEE, EEEEE@EEI:-%E%%EI
EEREREEEEEEEE EENEEAEEE BAE: FENEEEEEEEE BREEEE, 100% BAEAE.  -ondih: 100m

HEER: BHEEEE-REEEE + Color: light-blue

HENEENEENEEN HEEEEEEE Jacket: LSOH o )
BEEEEEEEEE: 150 § HEEE. Structure: 4 x 2 AWG 23/1, solid twisted pair

Logistics
Number Weight Depth Width Height em®
(pes) (kg) (cm) (cm) (cm)
Packaging Unit Carton 1 5.10 33.00 33.00 12.00 13,068.00
Packaging Unit Inside 1 5.10 0.00 0.00 0.00 0.00
Packaging Unit Single 1 5.10 33.00 33.00 12.00 13,068.00
Net single without 1 0.00 0.00 0.00 0.00 0.00

Packaging
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More images:

DK-A623-A-VH-1 // CAT 6, U/FTP Instalation Cable, 100m, Simples, . DK-A623AVH-L // CAT 6, U/FIP Installation Cable, 100m, Simplex, Ex

Anwendungsbelspiel Kabelquersehnitt [ el-[=[=[=]]
Example of use Gable cross section
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Safety notes
+ Data cables must not be bent, stretched or twisted excessively. Sharp bends can damage the cable sheath and lead to failures or short circuits.

+ Installation only by trained specialists.
+ Forindoor cables (LSZH jacket): Suitable only for installation in dry indoor environments.
+  The data cable must not be in direct contact with other electrical cables or high-voltage sources in order to avoid electromagnetic interference.
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"‘Digitus

EU responsible person

EU based economic operator ensuring the product complies with the required regulations.
ASSMANN Electronic GmbH

Auf dem Schisffel 3

Ludenscheid, Germany

https://www.assmann.com

info@assmann.com
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