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Digitus® Rail za pri¢vrséivanje kabela za mreZne ormare
483 mm (19") iz serija Unique i Dynamic

DN-19 ORG-600P
EAN 4016032378143

Cable fixing rail, Unique and Dynamic Basic racks for 600 mm depth +  Prikljuéivanje na perforirani okvirni profil ormari¢a
racks, 1rail +  Galanizirani &eli¢ni lim debljine 2 mm

Rerne za potporu kabela postavljaju se vodoravno u dubinu kabineta Zaormarice s ukupnom dubinom od 600/1200 (2 x ) mm

mreznog ormara od 483 mm (19"). Priklju¢ivanjem na perforirani profil Attributes

okvira pruZaju obilje moguénosti za uredno upravljanje kabelima. + Inéni faktor oblika (IEC 60297): 482,6 mm (19")
Pojedinaéni kabeli ili &itavi snopovi kabela mogu se jednostavno pricvrstiti

na Hammerhead profile pomoéu kabelskih vezica ili samoljepljive trake. Package contents

Sine su pogodne za sve DIGITUS® mreZne ormare iz serija Unique i 1x vodilica za kabel

Dynamic. 4x montazZni vijak

Jednostavno i u€inkovito upravljanje kabelima

Logistics

Number Weight Depth Width Height cm?

(pcs) (kg) (cm) (cm) (cm)

Packaging Unit Carton 10 5.50 77.00 17.00 11.50 15,053.50
Packaging Unit Inside 1 0.55 74.60 2.20 5.40 886.25
Packaging Unit Single 1 0.55 74.60 2.20 5.40 886.25
Net single without 1 0.50 52.00 0.50 450 0.00
Packaging
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Safety notes

* Wheninstalling and using the accessory product for network cabinets, observe the respective safety instructions of the manufacturer or the cabinet
system in which you want to use the accessory.

EU responsible person

EU based economic operator ensuring the product complies with the required regulations.
ASSMANN Electronic GmbH

Auf dem Schuffel 3

Ludenscheid, Germany

https://www.assmann.com
info@assmann.com
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