Datasheet

DIGITUS’

DIGITUS Unique & Dynamic serisindeki 483 mm (19")
ag muhafazalari icin kablo destek rayi

DN-19 ORG-600P
EAN 4016032378143

Unique ve Dynamic Basic igin kablo destek rayi 600 mm + Muhafazanin delikli cerceve profiline baglanti
derinligindeki dolaplar igin, 1 ray + 2mm kalinliginda gelik sac, galvanizli

Kablo destek raylari, 483 mm (19") ag muhafazasinin muhafaza * Toplam derinligi 600/1200 (2 x) mm olan muhafazalar icin
derinligine yatay olarak monte edilir. Delikli cerceve profiline Attributes

tutturulduklarindan, dizenli kablo yoénetimi i¢in bol miktarda alan o i - X .
saglarlar. Tek tek kablolar veya tiim kablo demetleri, kablo baglari Ing bigim katsayisi (IEC 60297): 482,6 mm (19 ing)
veya Velcro bant kullanilarak geki¢ basli profillere kolayca takilabilir. Package contents

Raylar Unique ve Dynamic serilerindeki tim DIGITUS® ag

L * 1xkablo destek rayi
muhafazalari icin uygundur.

+ 4x montaj vidasi
+ Basit ve etkili kablo yénetimi

Logistics
Number Weight Depth Width Height 5
cm
(pcs) (kg) (cm) (cm) (cm)
Packaging Unit Carton 10 5.50 77.00 17.00 11.50 15,053.50
Packaging Unit Inside 1 0.55 74.60 2.20 5.40 886.25
Packaging Unit Single 1 0.55 74.60 2.20 5.40 886.25
Net single without Packaging 1 0.50 52.00 0.50 4.50 0.00

More images:

Safety notes

+ Ag muhafazalari i¢in aksesuar Grinini kurarken ve kullanirken, Ureticinin veya aksesuari kullanmak istediginiz muhafaza sisteminin ilgili gtivenlik
talimatlarini dikkate alin.
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EU responsible person
EU based economic operator ensuring the product complies with the required regulations.

ASSMANN Electronic GmbH
Auf dem Schuffel 3
Ludenscheid, Germany
https://www.assmann.com
info@assmann.com
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