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Digitus® 3-u-1kabel za punjenje

AK-300160-010-S
EAN 4016032467113

USB charger cable USB A - Lightning+micro B+Type-C 1m, 3in1 Attributes

DIGITUS® 3-u-1kabel za punjenje idealan je za punjenje vasih prijenosnih + AWG:30

uredaja iz napajanja, raéunala ili drugog uredaja s USB-A prikljuékom. *  Kabel u boji: crni

Koristite jedan kabel za punjenje svih svojih uredaja. Njegove kompaktne +  Konektor 1: USB A, utikaé
dimenzije &ine kabel idealnim suputnikom za kuéu, ured ili putovanja. +  Konektor 2: USB C, utikaé

Materijal Zice: CU

3-u-1viSestruki kabel za punjenje za povezivanje uredaja s USB-C, Povrgina konekt ”
ovrsina konektora: poniklano

micro-USB ili 8-pin prikljuécima na USB-A prikljuéak

+ Duljina: Tm
PodrZana snaga punjenja: TOW (5V /2 A) +  USB-C proizvodi: Da
Radna temperatura: -10 ~ 50 °C
Radna vlaznost: 0-75%
Logistics
Number Weight Depth Width Height em®
(pcs) (kg) (cm) (cm) (cm)
Packaging Unit Carton 150 13.00 44.00 33.00 22.00 31,944.00
Packaging Unit Inside 5 0.43 19.00 15.00 3.00 855.00
Packaging Unit Single 1 0.09 18.00 8.00 2.00 288.00
Net single without 1 0.08 3.00 14.00 13.00 0.00
Packaging
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Safety notes

* When plugging and unplugging the cable, only grasp the plug and do not pull directly on the cable.

+ Cables must not be kinked sharply or bent at tight angles, as this can damage the inner wires and lead to failures.

*  Make sure that the cables are not under tensile load, as this can damage the insulation and the wires inside the cable.

+ Ensure that cables are not laid in areas where they can be easily damaged mechanically.

+ Cables should not be used in environments with extremely high or very low temperatures. Observe the product information on the maximum operating
temperature of the cable

+  Check cables regularly for visible damage such as cracks, kinks or signs of wear. Defective cables should be replaced immediately to avoid failures, short
circuits or even electric shocks.

EU responsible person

EU based economic operator ensuring the product complies with the required regulations.
ASSMANN Electronic GmbH

Auf dem Schuffel 3

Ludenscheid, Germany

https://www.assmann.com

info@assmann.com
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