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Datasheet

Digitus® Audio produzni kabel, 3,5 mm vtika¢ na 3,5 mm

vtiénicu

DB-510210-010-S
EAN 4016032481287

AUX Audio Cable Stereo 3.5mm Male to F le Alumi H
,Gold plated, NYLON Jacket, Im

Digitus audio produzni kabel s 3,5 mm prikljuékom na 3,5 mm utiénicu
idealan je za produZenje kabela za prikljuéak. Aluminijska kuéista i
najlonsko pletenje pruZaju idealnu vanjsku zastitu. ProduZni kabel pogodan
je za sve pametne telefone, prijenosna racunala i audio playere s 3,5 mm
prikljuékom.

Kabel za 3,5 mm prikljuéak za produZenje kabela slusalica ili zvuénil
racunala.

3,5 mm jack kabel produzetak (AUX)

Logistics
Number Weight
(pcs) (kg)
Packaging Unit Carton 120 4.68
Packaging Unit Inside 1 0.04
Packaging Unit Single 1 0.04
Net single without 1 0.02

Packaging

zlatni Cepovi
najlonska pletenica

Attributes

Depth
(cm)

34.00
0.00

.00

10.00

AWG: 28
Kabel u boji: crni
Konektor 1: 3,5 mm stereo utikaé

Konektor 2: 3,5 mm stereo prikljuéak

Povrsina konektora: pozla¢eno
Duljina: Tm
oklop: dvostruki oklop

Width
(cm)

43.00
0.00

11.00

10.00

Height
(cm)

31.00
0.00

3.00

2.00

cm?®

45,322.00
0.00

363.00

0.00

More images:

www.digitus.com Druckfehler, Irrtimer und technische Anderungen sind vorbehalten. | Printing errors, falsities and technical changes remain reserved.



https://products.digitus.com/ean.php?ean=4016032481287&lang=hr

vigitus

Safety notes

+  When plugging and unplugging the cable, only grasp the plug and do not pull directly on the cable.

+ Cables must not be kinked sharply or bent at tight angles, as this can damage the inner wires and lead to failures.

+ Make sure that the cables are not under tensile load, as this can damage the insulation and the wires inside the cable.

+ Ensure that cables are not laid in areas where they can be easily damaged mechanically.

+ Cables should not be used in environments with extremely high or very low temperatures. Observe the product information on the maximum operating
temperature of the cable

+  Check cables regularly for visible damage such as cracks, kinks or signs of wear. Defective cables should be replaced immediately to avoid failures, short
circuits or even electric shocks.

EU responsible person
EU based economic operator ensuring the product complies with the required regulations.

ASSMANN Electronic GmbH
Auf dem Schiffel 3
Ludenscheid, Germany
https://www.assmann.com
info@assmann.com
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