Datasheet DIGITUS@J

DIGITUS Kfz- Sarj kablosu, 10m, Tip 2'den Tip 2'ye

DK-3P32-100
EAN 4016032481461

KFZ - Ug fazl, 415V, 32A, 10 m Tip 2'den tip 2'ye sarj kablosu + Anma akimi: 32A
standardi + Fazsayisi: 3 faz

Digitus DK-3P32-100 Kfz sarj kablosu Tip 2 fis ile herhangi bir araci ev * Kontak direnci: 0,5mQ (Maks)

disi sarj istasyonlarina veya sarj soketi ile wallbox cihazina IGzoI'aI'syog'd|rer1.c2|:O10%(\J/0MQ (Min) @ DC500V
baglamaniza olanak saglar. Tip 2 sarj kablosu EN 62196-1:2014, EN ertiim direnc:

62196-2:2017 ve IP55 koruma sinifi sertifikalidir.  Direndlerin kodlamast: 2200
+ Terminal sicaklik artisi: <50K
Tip 2'den tip 2'ye sarj kablosu, IP55 korumali, 3 fazli, 32 A'ya + Standart: EN 62196-1:2014, EN 62196-2:2017
kadar. + Calisma sicakligi: -3000+500
- Kablo uzunlugu: 10m + Calisma sirasinda hava nemi: %5 - %95 yogusmasiz

+ Kablo capi: 5x 6 mm2+ 1 x 0,75 mm? * Yangin standardi: UL94 V-0
+ Discap: 16,8mm +/- 0,5mm + IP korumasi: IP55
+ Renk: Siyah Package contents

« Kif: TP
" o + 10m KFZ baglanti kablosu Tip 2

+ Fis: EN 62196-2 Tip 2
. Anma gerilimi: 400V Hizli Baslangig Kilavuzu

+ Anma kapasitesi: 22kW

Logistics
Number Weight Depth Width Height cm?
(pcs) (kg) (cm) (cm) (cm)
Packaging Unit Carton 3 19.00 39.00 38.00 38.00 56,316.00
Packaging Unit Inside 1 6.33 0.00 0.00 0.00 0.00
Packaging Unit Single 1 6.33 35.00 35.00 15.00 18,375.00
Net single without Packaging 1 5.71 0.00 0.00 0.00 0.00
More images:
Three phase and car connector DK-3P32:100 // Three Phase, 415V, 32A, 10m DK-3P32:100 // Three Phase, 415V, 324, 10m
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