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Datasheet

DIGITUS® Cift Bukimli Kablolar icin DIGITUS CAT 6

Baglanti modili - 5 adet

DN-93903-5
EAN 4016032494829

connection module for twisted pair cables LSA, shielded, CAT 6, 5
pieces

DIGITUS Baglanti moduly, Cift Bukumlu Kablolarin baglanmasi ya da
uzatiimasi igindir.

Aginiz icin milkemmel performans ve baglanti kalitesi.

iletim 6zelligi: Kategori 6

Uygulama alanlari: 250 MHz'e kadar, 1GBase-T

Standartlar: ISO/IEC 11801 3. Ed., EN 50173-1, EIA/TIA 568-C

Genel 6zellikler:

Kanal igine, siva alti ve siva Usti montqj igin uygundur

EIA/TIA 568 A & B'ye uygun olarak renk kodlu LSA seritleri araciligiyla
kablo kurulumu

Tesisat kablolarinin baglanmast i¢in uygundur - kablolarin uzatiimasi,
arizal kablo bolumlerinin degistirilmesi

Tesisat kablolari igin entegre gerilim azaltici

Ortalama 22-26 AWG kablo igin uygundur

Teknik 6zellikler:

Logistics
Number Weight

(pes) (kg)
Packaging Unit Carton 1 0.30
Packaging Unit Inside 1 0.30
Packaging Unit Single 1 0.30
Net 5|ngle without 1 0.00
Packaging
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Govde malzemesi: ABS UL-94V-0

RJ45 soket kontagi: Nikel kaplama fosfor bronz, 0,5 B altin kaplama
kontak

RJ-45 ekranlama: Nikel kaplama bronz

LSA kesme kelepgesi: Krone LSA+, UL 94V-0, galvanize fosfor bronz
Baskili devre karti: FR4, UL 94V-0

Fiziksel 6zellikler:

Calisma sicakhdi: -20° Cila +70 °C (ISO/IEC 11801, EN 50173-1,
ANSI/TIA/EIA 568 C)

iletken kabuly: 22-26 AWG kati ve gok telli iletkenler

izolasyon direnci: > 500 MOhm

Temas direnci: < 20 miliOhms

Dielektrik dayanimi: 1000 VDC (kontak/temas), 1500 VDC
(kontak/toprak)
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Attributes

Depth
(cm)

21.00
21.00

21.00

0.00

Kategori: CAT 6

Width Height cm?
(cm) (cm)

22.00 10.00 4,620.00
22.00 10.00 4,620.00
22.00 10.00 4,620.00
0.00 0.00 0.00
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More images:

Safety notes
+ Urtnt nemden koruyun

+ Uront kurarken antistatik sarjdan kaginin
+ Kurulum sirasinda ham kablo Ureticisinin teknik 6zelliklerine uyun

EU responsible person

EU based economic operator ensuring the product complies with the required regulations.
ASSMANN Electronic GmbH

Auf dem Schiffel 3

Ludenscheid, Germany

https://www.assmann.com
info@assmann.com
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