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Datasheet

Digitus® DrZac za jedan monitor, 57", 27 kg

DA-90475
EAN 4016032505938

Single Monitor Mount, 57", 27 kg Gas Spring, VESA: 75x75, 100x100,
Black

Nosaé za jedan monitor - potpuno podesiv, &vrst, Stedi prostor Potpuno
podesivi stolni nosaé za jedan monitor impresionira robusnom, izdrzljivom
konstrukcijom i pouzdano podrzava ravne ili zakrivljene ekrane do 57 inéa
dijagonale i teZine do 27 kg. Integrirani sustav plinskog amortizera s
mehanizmom za pode$avanje napetosti opruge omoguéuje jednostavno i
precizno pozicioniranje monitora - prema individualnim potrebama. S
velikim rasponom pokreta, nosa¢ omoguéuje nagibanje, okretanje,
rotaciju i podeSavanje monitora na bilo koju visinu, osiguravajuéi
ergonomski rad i optimalnu udobnost gledanja. VESA funkcija brzog
otpustanja omogucuje brzo postavljanje ili uklanjanje zaslona bez alata,
dok brzo otpustanje spojki osigurava brzu instalaciju krakova. Nosaé se
montira u potpunosti s gornje strane stola i nudi dvije fleksibilne opcije
montaze - ili putem stezaljke za stol ili kroz prolaznicu. Zahvaljujuéi
integriranom sustavu za upravljanje kabelima, radno mjesto uvijek ostaje
uredno. Dodatni nosa€ za stup prosiruje moguénosti pode$avanja i
zaokruZzuje funkcionalan dizajn.

Potpuno pomiéni stalak za stol za ekrane do 57" s maksimalnim nosivim
kapacitetom od 27 kg - pogodan za ravne ekrane kao i za zakrivljene
zaslone

Maksimalna veli¢ina monitora: 57"

Maksimalni nosivost: 27 kg

Plo&asti opruzni mehanizam s podesavanjem napetosti
VESA kompatibilnost: 75x75, 100x100

Pogodno za ravne i zakrivljene monitore

Logistics
Number Weight
(pes) (kg)
Packaging Unit Carton 2 .84
Packaging Unit Inside 1 5.92
Packaging Unit Single 1 5.92
Net single without 1 4.80

Packaging

www.digitus.com

Nagib monitora: 150° (+ 75° do -75°)

Okretanje monitora: 180° (+90° do -90°)

Rotacija monitora: 180° (+90° do -90°)

PotpuniizduZak: 56,3 cm

Visina nosaca stupa: 38,8 cm

Tip montaZe: stezni nosaé ili stolni prolaz

Preporuéena debljina stola: Stezaljka: 12-45 mm, Prolaz kroz stol:
12-45mm

VESA funkcija brzog otpustanja (brzo priévrséivanje)

Integrirano upravljanje kabelima

Materijal: €elik, aluminij, plastika

Dimenzije: D15,6 x § 63,4 x V72,3 cm

TeZina: 4,8 kg

Boja: crna

Testiran i certificiran ergonomski proizvod - certificirano od strane
IGR-a (Institut za zdravlje i ergonomiju)

Attributes

Broj monitora: 1

Nadin ugradnje: Ugradnja s drzaéem
TeZina monitora (maks.): 27 kg
Veli¢ine monitora: do 57"

VESA nosaé: 75x75 mm, 100x100 mm

Package contents

Depth
(cm)

21.00
0.00

19.50

15.60

1x nosac za monitor
1x montazni pribor i dodaci
1x upute za sastavljanje

Width Height -
(cm) (cm)

44,50 28.50 26,633.20
0.00 0.00 0.00

43.40 13.30 11,255.80
63.40 72.30 0.00
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Safety notes

Please read the entire manual before starting assembly and installation. Please contact your local dealer if you have any questions about the instructions or
warnings.

CAUTION: Use with products that exceed the permitted weight may result in damage or possible injury.

Brackets should be fitted in accordance with the installation instructions. Incorrect installation can result in damage or injury.

Use safety equipment and suitable tools. The product should only be installed by specialists.

This product can be installed on timber-framed, solid concrete or stone walls.

The load-bearing surfaces should be able to safely withstand the entire weight of appliances and all additional components.

Only use the installation screws supplied and DO NOT TIGHTEN the screws TOO TIGHT.

This product contains small parts that can cause a choking hazard if swallowed. Keep these parts away from children.

Only use this product indoors. Using the product outdoors can lead to injuries and damage.

IMPORTANT: Before installation, please compare all components received with the components list. If parts are damaged or missing, ask your local dealer
for replacement parts.

MAINTENANCE: Check the bracket regularly for safety and stability (preferably every three months).

EU responsible person

EU based economic operator ensuring the product complies with the required regulations.

ASSMANN Electronic GmbH
Auf dem Schiffel 3
Ludenscheid, Germany
https://www.assmann.com
info@assmann.com
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