V-TAC LED Floodlight 100W NaturweiR IP65

LED-FL100-B-N-G2
EAN 3800157681964

The 100W LED floodlight with its stable aluminum die-cast housing is + Connection: wire clamp

particularly suitable for illuminating larger areas such as carports, + Power: 220-240V AC

terraces, etc. + Operation temperature: -20°C bis +45°C
. Lightbeam : 100° + Dimension: 261x32x217mm

+ Luminous flux: 8700Im Package contents

+ Light color: 4000K - Natur Weil3 «  LED-FL100-B-N-G2

*  Body: Black * Quick Start Guide

+ IP Rating: IP65

Logistics
Number Weight Depth Width Height cm?
(pcs) (kg) (cm) (cm) (cm)
Packaging Unit Carton 10 11.30 0.00 0.00 0.00 0.00
Packaging Unit Inside 1 1.13 0.00 0.00 0.00 0.00
Packaging Unit Single 1 1.13 0.00 0.00 0.00 0.00
Net single without Packaging 0 0.00 0.00 0.00 0.00 1.75
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EU responsible person
EU based economic operator ensuring the product complies with the required regulations.

V-TAC EUROPE Ltd.
Rozhen bul. 41
Sofia, Bulgaria

ASSMANN Electronic GmbH | Gewerbepark 8 | A-8401 Kalsdorf/Graz | Austria | E-Mail: office@assmann24h.at | Internet: www.assmann24h.at


https://at.assmann.shop/ean.php?ean=3800157681964&lang=en

https://www.v-tac.eu/
office@v-tac.eu
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