
NOCTUA Noctua’s NT-H1 is a renowned hybrid
thermal compound that has received more than 150
awards and recommendations from international
hardware websites and magazines. Thanks to its
excellent performance, exceptional ease of use and
outstanding long-term stability, it has become an
established favourite among overclockers and
enthusiast users worldwide. Whether it’s air- or
water-based cooling, CPU or GPU applications,
overclocking or silent systems: NT-H1 is a proven
premium paste that’s guaranteed to deliver great
results.

NOC-NT-H1-10
EAN 9010018200713

• Weight: 10g
• Volume: 4ml
• Specific Gravity: 2,49 g/cm³
• Colour: grey

• Recommended storage time (before use): up to 3 years
• Recommended usage time (on the CPU): up to 5 years
• Peak operating temperature: -50°C to +110°C
• Recommended storage temperature room temperature

Logistics

Number
(pcs)

Weight
(kg)

Depth
(cm)

Width
(cm)

Height
(cm)

cm³

Packaging Unit Carton 60 3.18 0.00 0.00 0.00 0.00

Packaging Unit Inside 1 0.05 0.00 0.00 0.00 0.00

Packaging Unit Single 1 0.05 0.00 0.00 0.00 0.00

Net single without Packaging 0 0.00 0.00 0.00 0.00 0.00

More images:

EU responsible person

EU based economic operator ensuring the product complies with the required regulations.

Rascom Computerdistribution Ges.m.b.H.
Linzer Straße 237
Wien, Austria
https://noctua.at
info@rascom.at
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