
NOCTUA Noctua’s NT-H2 is the further improved
second generation of Noctua’s award-winning hybrid
thermal compound. Combining the iconic NT-H1’s
proven features, superb ease-of-use and renowned
long-term stability with a novel, fine-tuned formula of
micro particles for even better thermal performance,
NT-H2 is an enthusiast-grade paste for the highest
demands. Whether it’s air- or water-based cooling,
CPU or GPU applications, overclocking or silent
systems: NT-H2 will consistently deliver outstanding
results and thanks to the included cleaning wipes, it is
just as easy to remove as to apply.

NOC-NT-H2-3
EAN 9010018200720

• Weight 3,5g
• Volume: 1,2ml
• Specific Gravity: 2,81 g/cm³
• Colour: grey

• Recommended storage time (before use): up to 3 years
• Recommended usage time (on the CPU): up to 5 years
• Peak operating temperature: -50°C to +200°C
• Recommended storage temperature room temperature

Logistics

Number
(pcs)

Weight
(kg)

Depth
(cm)

Width
(cm)

Height
(cm)

cm³

Packaging Unit Carton 80 0.00 0.00 0.00 0.00 0.00

Packaging Unit Inside 0 0.00 0.00 0.00 0.00 0.00

Packaging Unit Single 1 0.55 0.00 0.00 0.00 0.00

Net single without Packaging 0 0.55 0.00 0.00 0.00 0.00
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