Datasheet

DIGITUS’

DIGITUS Fiber Optic Patch Cord, E2000 (8° APC) to LC
(UPC), Singlemode

AL-9E2000LC-10I
EAN 4016032308331

FO patch cord, duplex, E2000 (APC) to LC (UPC) R+M, SM 0S2 + Fiber Category : G.657.A2

09/125 4,10 m Attributes

DIGITUS® Professional offers a wide range of high quality fiber optic
patch cables. Practically every request and every requirement is
covered by the broad range of cable types. The product range includes
OM1, OM2, OM3 and OS2 versions. DIGITUS® fiber optic installation
cables guarantee the best performance and fail-safety. All cables are
single packed a polybag with test report.

+ Assortment: Fiber Optic Patch Cables
+ Boot: single-color
+ Cable type: I-VH 2E9/125p
+ Color cable: yellow
« Connector 1: E2000 (APC)
+ Connector 2: LC
Cost reduction by verifiable quality and high performance. + Fiber class: 0S2
D + Fiber diameter: 9/125p
+ Duplex cable )
. LSOH + Mode: Singlemode
+ Packaging: Polybag

+ Connector with ceramic ferrule
+ Length: 10 m

+ Single packed with test-report
+ Single packed with test-report

Logistics
Number Weight Depth Width Height om?
(pcs) (kg) (cm) (cm) (cm)
Packaging Unit Carton 1 1.00 1.00 15.00 15.00 225.00
Packaging Unit Inside 1 1.00 1.00 15.00 15.00 225.00
Packaging Unit Single 1 1.00 1.00 15.00 15.00 225.00
Net single without Packaging 0 0.00 0.00 0.00 0.00 0.00
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