
Datasheet

DIGITUS® CAT 6 S/FTP Patch Cable, 1 m, Red

DK-1644-010/R

EAN 4016032321668

CAT 6 S-FTP patch cord, Cu, LSZH AWG 27/7, length 1 m, color red

DIGITUS® Category 6 Class E patch cables are manufactured and tested
in accordance with the ISO/IEC 11801 and DIN EN 50173 CAT 6 standards.
DIGITUS® patch cords ensure that the cable installation complies with the
ISO & EN channel specifications and deliver outstanding performance in
DIGITUS® CAT 6 cabling. The new kink-resistant sleeve with latch
protection prevents the cables from getting snagged and also protects
the latch from breaking off. The red color of the connectors makes it easy
to identify Category 6 cables.

Future-oriented standards and high-end quality for your network.

• 2 RJ45 connectors (8P8C)
• Covers with kink protection, strain relief, and latch protection
• Length markings on the hoods
• Inner conductor: Copper (Cu)

Attributes

• Configuration: 1:1
• Connector 1: Modular RJ45 (8/8) plug
• Connector 2: Modular RJ45 (8/8) plug
• Packaging: DIGITUS Polybag
• Category: CAT 6
• Shielding: S-FTP, pairs in metal foil and braid shielding
• Length: 1 m
• Color: red
• Jacket: LSOH
• Slim Version: no
• Structure: 4 x 2 AWG 27/7, twisted pair
• Flat Version: no

Logistics

Number
(pcs)

Weight
(kg)

Depth
(cm)

Width
(cm)

Height
(cm)

cm³

Packaging Unit Carton 180 8.60 46.00 33.00 28.00 42,504.00

Packaging Unit Inside 10 0.48 8.70 25.00 30.00 6,525.00

Packaging Unit Single 1 0.05 1.60 14.00 25.00 560.00

Net single without
Packaging 0 0.04 100.00 1.17 1.27 148.59
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