Datasheet

DIGITUS’

DIGITUS Cavo patch LWL monomodale, LC/LC

DK-2933-07
EAN 4016032248958

FO patch cord, duplex, LC to LC SM 0S2 09/125 a&, 7 m + Classe fibra: 0S2
Cavo patch in fibra ottica, duplex, da LC a LC, SM OS2 09/125 i, 7 m * Colore cavo: giallo
+ Connettore 1: LC
Le migliori prestazioni e qualita della connessione per la vostra «  Connettore 2: LC
rete. + Diametro del cavo: 2 mm
- Cavo Duplex + Diametro Qella fibrg: 91 Zsp
« LSOH * Imballaggio: Busta in plastica DIGITUS
+ Spina con giunto in ceramica * Modalita: MonomOdale
. Diametro del cavo 2 mm . Protez_lone. monocolore
+  Confezionate singolarmente con certificato di collaudo * Tipo di cavo: I'VH 2E9/125u
+ Lunghezza: 7 m
Attributes
Logistics
Number Weight Depth Width Height om?
(pes) (kg) (cm) (cm) (cm)
Packaging Unit Carton 64 4.00 45.00 30.00 35.00 47,250.00
Packaging Unit Inside 1 0.06 28.00 19.00 3.00 1,596.00
Packaging Unit Single 1 0.06 28.00 19.00 3.00 1,596.00
Net single without Packaging 1 0.00 0.00 0.00 0.00 0.00
More images:
Part No. DK-2933-07
Lenght 7m
Cable Type Duplex SM 9/125 0S2 LSZH
END A END B
/ Connector Type Lc Lc

Insertion Loss (dB) 0.12 0.15 0.15 0.19

18 Return Loss (dB) 51.8 532 511 50.7

Q.c. PASS
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EU responsible person
EU based economic operator ensuring the product complies with the required regulations.

ASSMANN Electronic GmbH
Auf dem Schuffel 3
Ladenscheid, Germany
https://www.assmann.com
info@assmann.com
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