
Datasheet

DIGITUS Installation Cable Indoor/Outdoor A/I-DQ (ZN)
BH 9/125µ OS2, 4 fibers, CPR Dca, LSZH

DK-39041-U
EAN 4016032272175

FO A-I-DQ(ZN)BH 4E9/125æ, SM, OS2, 4 fibers In/Outdoor, Unitube,
LSZH, Dca, black, length 1m

Loose tube cable is a design that has high tensile strength and
flexibility in a compact cable size. Our loose tube cable provides
excellent optical transmission and physical performance. We ensure a
continuing level of quality in our cable products through several
quality control programs including ISO 9001 and all the materials have
passed REACh and RoHS. We ensure product reliability through
rigorous qualification testing of each product family. Both initial and
periodic qualification testing are performed to assure the cable's
performance and durability in the field environments.

Zeer goede prestaties en uitstekende kwaliteit van de
aansluitingen van uw netwerk.

• LSZH – rookarm, halogeenvrij
• UV-bestendig
• Voorlangs en overdwars water bestendig
• Glasvezelwapening
• Niet-metalen bescherming tegen knaagdieren
• Metaalvrij
• Aantal vezels: 4
• Applicatie: universeel
• Kabelkleur: zwart
• Kabelmantel: LSOH
• Kabeltype: U-DQ (ZN) BH X E 9/125 µm
• Modus: Enkele modus
• Vezeldiameter: 9/125 µ
• Vezelklasse: OS2

Logistics

Number
(pcs)

Weight
(kg)

Depth
(cm)

Width
(cm)

Height
(cm)

cm³

Packaging Unit Carton 2000 118.00 65.00 65.00 43.00 181,675.00

Packaging Unit Inside 1 0.06 68.00 43.00 68.00 198,832.00

Packaging Unit Single 1 0.06 68.00 43.00 68.00 198,832.00

Net single without Packaging 1 0.06 43.00 30.00 65.00 0.00
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