
Datasheet

DIGITUS Caixa terminal de fibra óptica com 12 fios
enroscados, pré-montada, LC, OM2

A-96533-02-UPC
EAN 4016032319306

FO splice cassette with 12 colored pigtails LC (UPC), MM OM2
50/125 æ, LSZH

As caixas terminal de fibra óptica previamente fabricadas, com fios
enroscados desde logo colocados, estão respectivamente cortadas à
medida e dispostas de acordo com o código de cores de fibras IEC 60
304. Um autocolante na parte superior da caixa mostra o código de
cores utilizado para os fios enroscados. Cada caixa obtém um
protocolo de verificação para o respectivo conjunto de fios

enroscados, garantindo assim a melhor qualidade e a excelente
capacidade para a sua rede.

Instalação rápida devido aos cabos flexíveis pré-montados

• Caixa terminal de fibra óptica com 12 fios enroscados;
pré-montada

• LC (UPC); Multimodo 50/125µ OM2
• fios enroscados coloridos; LSOH
• Tampão Livre

Logistics

Number
(pcs)

Weight
(kg)

Depth
(cm)

Width
(cm)

Height
(cm)

cm³

Packaging Unit Carton 30 13.50 37.50 31.50 64.00 75,600.00

Packaging Unit Inside 1 0.45 3.00 31.50 30.50 2,882.25

Packaging Unit Single 1 0.45 3.00 31.50 30.50 2,882.25

Net single without Packaging 1 0.00 0.00 0.00 0.00 0.00

More images:

EU responsible person

EU based economic operator ensuring the product complies with the required regulations.

ASSMANN Electronic GmbH
Auf dem Schüffel 3
Lüdenscheid, Germany
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https://de.assmann.shop/ean.php?ean=4016032319306&lang=pt
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