Datasheet

DIGITUS’

DIGITUS Painel de conectores Secretaria DIGITUS CAT
6A, revestido

DN-91612SD-EA-G
EAN 4016032444886
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Desktop CAT 6A, patch panel, shielded Class EA, 12-port RJ45, + Ligagdo central a terra
8P8C, LSA, grey RAL 7035 + 360° cobertura revestida
The Desktop Patch Panels from DIGITUS® are the ideal solution for Attributes

SoHo applications (Smart Office Home Office) The fully shielded RJ45

+ Color: light RAL 7035
sockets offer optimum support for your cables with the best olor. Ignt grey.

+ Ports: 12
performance. + Units: 1
Aplicavel para solugdes SOHO + Category: CAT 6A
+ Caracteristicas gerais: Package contents

+ Instalagdo de cabo via réguas LSA, codificacdo de cor de acordo

com EIA/TIA 568 A & B * Painel secretaria

+ Instrucdes de Montagem

Logistics
Number Weight Depth Width Height 5
cm
(pcs) (kg) (cm) (cm) (cm)

Packaging Unit Carton 20 17.50 29.00 55.00 32.00 51,040.00
Packaging Unit Inside 1 0.88 12.00 26.50 6.00 1,908.00
Packaging Unit Single 1 0.88 12.00 26.50 6.00 1,908.00

Net single without Packaging 1 0.72 10.80 21.70 4.50 0.00
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Safety notes
* Protect product from moisture

+ Avoid antistatic charging when installing the product
+ Observe the specifications of the raw cable manufacturer during installation

EU responsible person
EU based economic operator ensuring the product complies with the required regulations.

ASSMANN Electronic GmbH
Auf dem Schuffel 3
Ladenscheid, Germany
https://www.assmann.com
info@assmann.com
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