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Datasheet

DIGITUS® Audio Connection Cable, 3.5 mm jackto 3.5 mm

jack

DB-510110-018-S
EAN 4016032481270

AUX Audio Cable Stereo 3.5mm Male to Male Aluminum Housing ,Gold
plated, NYLON Jacket, 1,8m

The Aux/Jack Cable with 3.5 millimeter jack plugs (plug to plug) transfers
audio signals in brilliant quality to headphones, headsets or speakers -
from smartphones, PCs, MP3 players, car radios and other devices with
3.5 mm Aux connection. The gold-plated contacts deliver the highest
transmission quality and perfect audio transmission.

Gold-plated plug for long-lasting and undisturbed sound
3.5 stereo jack plug <=> 3.5 mm jack plug

Logistics
Number Weight
(pcs) (kg)
Packaging Unit Carton 120 4.32
Packaging Unit Inside 20 0.72
Packaging Unit Single 1 0.04
Net single without 1 0.03

Packaging

y 4

Optimally suited for iPhones, iPads, smartphones, car radio,
loudspeaker, TV, PC, etc.
Nylon mesh, protects the cable from knotting

Attributes

AWG: 28

Color cable: black

Connector 1: 3.5mm stereo plug
Connector 2: 3.5mm stereo plug
Connector surface: gold-plated
Length: 1.8 m

Shielding: Double shielding

Depth Width Height em®
(cm) (cm) (cm)

36.00 39.00 32.00 44,928.00
36.00 24.00 6.50 5,616.00
23.00 5.50 2.00 253.00
12.00 11.00 1.50 0.00

More images:

DB5101100185 g
Audio Connecton Cable, 3.5mm Jack to 3.5mm Jack, 1.8m DIGITUS

www.digitus.com

Druckfehler, Irrtimer und technische Anderungen sind vorbehalten. | Printing errors, falsities and technical changes remain reserved.



https://products.digitus.com/ean.php?ean=4016032481270&lang=pt

vigitus

Safety notes

Ao ligar ou desligar o cabo, segure-o exclusivamente pelo conector e ndo puxe diretamente pelo cabo.

Os cabos ndo devem ser dobrados bruscamente nem em éngulos apertados, uma vez que isso pode danificar os fios internos e provocar avarias.
Certifique-se de que os cabos ndo fiquem sob tensdo, uma vez que isso pode danificar o isolamento e os condutores no interior do cabo.
Certifique-se de que os cabos n&o sejam instalados em locais onde possam sofrer danos mecdnicos com facilidade.

Os cabos ndo devem ser utilizados em ambientes com temperaturas extremamente elevadas ou muito baixas. Verifique as especificacdes do produto
relativas a temperatura méxima de funcionamento do cabo

Verifique regularmente se os cabos apresentam danos visiveis, tais como fissuras, dobras ou sinais de desgaste. Os cabos defeituosos devem ser
substituidos imediatamente, para evitar avarias, curto-circuitos ou mesmo choques elétricos.

EU responsible person

EU based economic operator ensuring the product complies with the required regulations.

ASSMANN Electronic GmbH
Auf dem Schiffel 3
Ludenscheid, Germany
https://www.assmann.com
info@assmann.com

www.digitus.com Druckfehler, Irrtimer und technische Anderungen sind vorbehalten. | Printing errors, falsities and technical changes remain reserved.



