Datasheet

DIGITUS’

DIGITUS HyneBoii MoAgeMHbIA COeANHUTENbHbIN

Kabenb

AK-610100-018-E
EAN 4016032301035

Zero-Modem connection cable, D-Sub9 F/F, 1.8m, snap-hoods, be

B 3TOM Kabenie mepecTaBieHbl KOHTaKThI AN Nepejayun 1 nprema.
[103TOMY MOXHO NPOU3BOAWTL NPSIMOY 06MeH AaHHBIMU MeXAy
asymsa MK van MK v npremHnkom SAT. 310 obecneyrsaet
BO3MOXHOCTb MPUBOAUTL NPYEeMHMK SAT B COOTBETCTBUE C
COBPEeMEHHbLIMU CTaHAapTaMu MOCPeACTBOM O6HOBNEHVIS.

O6ecneunBaeT HageXXHoe U cTabunbHoe coeAnHeHne

+ [lononHuUTenbHoe pe3b6oBoe CoeaviHeHMe, Kak Ha BXOZe, Tak 1 Ha
BbIXOZe 06ecrneynBaeT MakcMabHY0 HaZexXHOCTb Mpu
Npo¢peccroHanbHOM NCMOb30BaHUK. Hy>HO BCero NnLlb
BKPYTWTb BUHTOBOI 3arop B NpeAycCMOTPEHHOE rHe340, 1 BC
roToso. Tenepb HEBO3MOXHO CHSATb pa3bém D-Sub no
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HEOCTOPOXHOCTU.
Attributes

+ Assignment: 1-4, 2-3, 3-2, 4-1, 5-5, 7-8, 8-7, 9-9, S-S
+ Assortment: Serial Cables

+ Color cable: beige

+ Color connector: beige

+ Connector 1: DSUB, 9-pin, jack

+ Connector 2: DSUB, 9-pin, jack

+ Connector surface: nickel-plated

+ Hoods: snap hood

+ Length: 1.8 m

Logistics
Number Weight Depth Width Height cm?
(pcs) (kg) (cm) (cm) (cm)

Packaging Unit Carton 100 9.20 32.00 29.00 30.00 27,840.00
Packaging Unit Inside 10 0.92 27.00 27.00 9.00 6,561.00
Packaging Unit Single 1 0.09 26.00 14.00 3.50 1,274.00

Net single without Packaging 1 0.08 13.00 12.00 2.00 0.00

More images:

www.digitus.info Druckfehler, Irrtimer und technische Anderungen sind vorbehalten. | Printing errors, falsities and technical changes remain reserved. 1


https://de.assmann.shop/ean.php?ean=4016032301035&lang=ru

Datasheet

DIGITUS’

DIGITUS DIGITUS
AKS10100018-€ /7 ZeroModem Comnection Cale, Db AKS10100018E /7 260 Medem Comneton Cole DS
Amvendungabotpll = Ansotsse =
= =

| |

Safety notes

*  When plugging and unplugging the cable, only grasp the plug and do not pull directly on the cable.

+ Cables must not be kinked sharply or bent at tight angles, as this can damage the inner wires and lead to failures.

* Make sure that the cables are not under tensile load, as this can damage the insulation and the wires inside the cable.

+ Ensure that cables are not laid in areas where they can be easily damaged mechanically.

+ Cables should not be used in environments with extremely high or very low temperatures. Observe the product information on the maximum
operating temperature of the cable

+ Check cables regularly for visible damage such as cracks, kinks or signs of wear. Defective cables should be replaced immediately to avoid failures,
short circuits or even electric shocks.

EU responsible person
EU based economic operator ensuring the product complies with the required regulations.

ASSMANN Electronic GmbH
Auf dem Schuffel 3
Ladenscheid, Germany
https://www.assmann.com
info@assmann.com
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