Datasheet

DIGITUS’

DIGITUS CAT 6 S/FTP patch cord

DK-1644-005/G
EAN 4016032321583

CAT 6 S-FTP patch cord, Cu, LSZH AWG 27/7, length 0.5 m, color +  Konnauku ¢ 3aWmTol OT U3/10Ma, HaTSKeHa 1 nepernba
green + MeTKu AIMHBI Ha 060104Ke

CoeanHnTenbHble kabenn DIGITUS® kaTeropun 6 knacca E * BHyTpenHuii nposoark: Mege (Cu)

NPOV3BOAATCA U UCMbITHIBAOTCA B COOTBETCTBME C TPE6OBaHUSMU Attributes
ISO/IEC 11801 n ctaHgapTa DIN EN 50173 CAT 6. CoegnHnTeIbHbIE
kabenu DIGITUS® no3BonstoT obecneynTb COOTBETCTBUE KabenbHOro
coeanHeHVs TpeboBaHUsaM cneumdukaumm ISOKEN, a Takxe
06/1aJat0T NPEBOCXOAHBIMU GYHKLMOHANbHBIMW XapakTepucTukamm
npw BbINOAHEHWN kabenbHoro coegnHeHunst DIGITUS® CAT 6. Hosas
rnab3a C 3aLMUTON OT N310Ma U C MPeOXPaHNTENEM CTOMOPHOro
pblyara NpenaTcTByeT 3aAnnaHnio kabenern 1 o4HOBPEMEHHO
npeaoxpaHseT CTONOPHBINA pblyar oT u3noma. MNpocrtas
naeHTNdnKaLmnsa kabens kateropmm 6 bnarogapsa Haan4umo pasbemMa
KpacHOro ugera.

+ Configuration: 1:1

+ Connector 1: Modular RJ45 (8/8) plug

+ Connector 2: Modular RJ45 (8/8) plug

+ Packaging: DIGITUS Polybag

+ Category: CAT6

+ Shielding: S-FTP, pairs in metal foil and braid shielding
+ Length:0.5m

+ Color: green

+ Jacket: LSOH

+ Slim Version: no

OT/INYHAA NPON3BOANTENLHOCTL N KavecTBO CBA3M AnA Bawein + Structure: 4 x 2 AWG 27/7, twisted pair
ceTtn. + Flat Version: no

+ 2 pa3bema RJ45 (8P8C)

Logistics
Number Weight Depth Width Height 5
cm
(pcs) (kg) (cm) (cm) (cm)
Packaging Unit Carton 180 5.70 36.00 36.00 22.00 28,512.00
Packaging Unit Inside 10 0.32 14.00 8.00 13.00 1,456.00
Packaging Unit Single 1 0.03 110.00 0.50 12.00 660.00
Net single without Packaging 1 0.02 50.00 1.20 1.30 0.00
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Kabelquerschnitt
Cable cross section
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Safety notes

*  When plugging and unplugging the cable, only grasp the plug and do not pull directly on the cable.

+ Cables must not be kinked sharply or bent at tight angles, as this can damage the inner wires and lead to failures.

+ Ensure that the cables are not under tensile load, as this can damage the insulation and the wires inside the cable.

» Ensure that cables are not laid in areas where they can be easily damaged mechanically.

+ Cables should not be used in environments with extremely high or very low temperatures. Observe the product information on the maximum
operating temperature of the cable

+ Check cables regularly for visible damage such as cracks, kinks or signs of wear. Defective cables should be replaced immediately to avoid failures,
short circuits or even electric shocks.

EU responsible person
EU based economic operator ensuring the product complies with the required regulations.

ASSMANN Electronic GmbH
Auf dem Schuffel 3
Ludenscheid, Germany
https://www.assmann.com
info@assmann.com
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