Datasheet

DIGITUS’

DIGITUS Ka6enbHbin KoHBepTep HDMI 3 B 1

AK-330403-002-S
EAN 4016032433866

HDMI converter cable, HDMI - DP+DVI+VGA M-F/F/F, 0.2m, 3in 1 + Assortment: HDMI Cables
Multi-Media, CE, bl, gold + AWG: 28/30
[JlaHHbI aganTep No3BoAsieT NOAKAYaTL Ball KOMMbIOTEP, HOYTOYK gaTJle tyﬁT:,DbLljali(Lmk
nnn Blu-Ray nneep c nHtepdpericom HDMI Tmn A K 1t060My MOHUTOPY Color cable: tac. black
¢ noaaepxxkoit DisplayPort, VGA nnn DVI. BxogHoli curHan HDMI ] Cgr?r:ecc?cz:]?? I-TI;MIatglpe A, plug
DisplayP DVI VGA. : !
npeobpasyetcs B curran DisplayPort, DVI nm VG + Connector 2: HDMI type A/F + DVI-D(24+1)/F
He TpebyeTca npnobpeTtaThb 3 pasnnyHbIX agantepa. + Connector surface: gold-plated
+ ToaaepxusaeT 4K/2K npu 30 My + HDMI Standar_d: High speed HDMI A
« HDMI 1.4 ckopoCTb Mepeaaun AaHHbIX 4o 3 F6uT/c + HDTV Resolutlo.n max.: 4096 x 2160 Pixel, 60Hz
+ CootBetcTByeT cneundukaumm DisplayPort 1.2a * HDTV standard, Ultra HD 4K
- PaspelueHe VGA 40 WUXGA 1920 x 1200 dpi (6e3 uMnynbCcos * Hoods: molded
ralleHus 06paTHoOro xo4a) ' chkaglng. Pollybag
+  VHTepdelickl DVI&VGA noaaepsxusatoT Full HD 1080P@ 60 Iy * Wire m.aterlal. cu
* Pa3bém USB (Tun A WwTekep) MOXHO MCMOAb30BaTh B kayecTse * Length: sz m . )
anbTepHaTUBbI AN 31eKTPONUTaHUS. * AOC- ACt.'VQ_ Optical Cable: no
+ YcTtaHoBka nocpeactsom Plug and Play * Shielding: triple shielding
Attributes
Logistics
Number Weight Depth Width Height cm?
(pcs) (kg) (cm) (cm) (cm)
Packaging Unit Carton 200 13.80 38.10 30.20 31.10 35,784.30
Packaging Unit Inside 10 0.69 27.94 40.64 8.50 9,651.59
Packaging Unit Single 1 0.07 20.00 15.50 1.70 527.00
Net single without Packaging 1 0.06 23.70 4.00 1.60 0.00
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Safety notes

*  When plugging and unplugging the cable, only grasp the plug and do not pull directly on the cable.

+ Cables must not be kinked sharply or bent at tight angles, as this can damage the inner wires and lead to failures.

+ Make sure that the cables are not under tensile load, as this can damage the insulation and the wires inside the cable.

» Ensure that cables are not laid in areas where they can be easily damaged mechanically.

+ Cables should not be used in environments with extremely high or very low temperatures. Observe the product information on the maximum
operating temperature of the cable

+ Check cables regularly for visible damage such as cracks, kinks or signs of wear. Defective cables should be replaced immediately to avoid failures,
short circuits or even electric shocks.

EU responsible person

EU based economic operator ensuring the product complies with the required regulations.

ASSMANN Electronic GmbH
Auf dem Schuffel 3
Ludenscheid, Germany
https://www.assmann.com
info@assmann.com
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