Datasheet

DIGITUS’

DIGITUS Wall Mounting Cabinet 254 mm (10") -
312x400 mm (WxD)

DN-10-06U-4
EAN 4016032466086

254 mm (10") 6U wall mounting cabinet 330x312x400 mm, color *  BeHTUMNALMOHHbIE OTBEPCTUSA ANSt aKTUBHOM, @ Takxke NacCcUBHOM
grey (RAL 7035) BEHTUALMN
HacTeHHbIl Wwkad DIGITUS Compact 10" pa3paboTaHo 415 yCTaHOBKM Attributes

obopyaosaHVs 1 kabeneii. LLikad cneumansHo paspaboTaH Ans
3KOHOMUM MecTa U UAeaneH ANs LUMPOKOro NMPUMEHEHNs B 061acTh
10"peLweHniA. locTyneH NONHbIN cnekTp akceccyapos DIGITUS gns
3aKOHYEHHOW YCTaHOBKM Lkada C NpodeccnoHanbHbIM

+ Cabinet type: Wall mounting cabinet

+ Color: light grey, RAL 7035

+ Depth: 400 mm

+ Front door: Glass door, single opening

o6opyAoBaHvem. + Load capacity: 30 kg
HacTeHHble wkadbl DIGITUS® cnpoekTUpoBaHbl, pa3paboTaHbl N + Side panels: Both sides
npousBeAeHbl C yHeTOM BbICOKUX Tpe6oBaHMIA B chepe + Units: 6
NHGPACTPYKTYpbl MHGOPMALMOHHbBIX TEXHONOTA. + Width: 312 mm

+ IP protection class: IP20

. K 1P20
Nacc 3awmThbl + Mounted: yes

* 3aWwmTHas ABepb C 3aMKOM 1 6e30nacHbIM CTEKI0M
* Yron oTkpbiBaHus gsepu 200° Package contents
* HapyxHas gBepb C 0AHOPUrenbHbLIM 3aMKOM

M . + Installation set (screws, cage nuts, washers)
+  KabenbHblii BXOA OCHALLEH LLETOYHbBIM YNIOTHUTEIEM B

MOTONOYHO NaHeN N NAACTUKOBOW KPbILLKON B OCHOBaHUN " 2xKeys
Logistics
Number Weight Depth Width Height cm?
(pcs) (kg) (cm) (cm) (cm)

Packaging Unit Carton 1 9.50 46.00 37.00 39.00 66,378.00
Packaging Unit Inside 1 9.50 46.00 37.00 39.00 66,378.00
Packaging Unit Single 1 9.50 46.00 37.00 39.00 66,378.00

Net single without Packaging 1 8.20 40.00 31.20 33.00 0.00
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Safety notes

+ Ensure adequate ventilation to prevent the installed devices from overheating.

+ Network cabinets should not be overfilled and the ventilation openings must not be blocked.

+ Cables should be neatly routed and organized in cable ducts or trays.

+ Use surge protection devices to protect sensitive devices from power surges or lightning strikes.

« Avoid moisture or wetness while observing the respective IP protection class.

+ Ensure that the cabinet and the devices used are properly earthed.

* Inregions with frequent thunderstorm activity, professional lightning protection should be integrated into the power supply.
+ To avoid uneven loading, always mount the heaviest units at the bottom of the cabinet.

+ Disconnect the installed devices from the power supply during maintenance or installation work.

EU responsible person
EU based economic operator ensuring the product complies with the required regulations.

ASSMANN Electronic GmbH
Auf dem Schuffel 3
Ladenscheid, Germany
https://www.assmann.com
info@assmann.com
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