Datasheet

DIGITUS’

DIGITUS Duz kablo icinmodauler fisler

A-MO 6/4 SF
EAN 4016032065111

Modiiler konnektor, serit kablo i¢in, 6P4C korumasiz + Soket birlestirme déngusu: ISO/IEC 11801, IEC 60603-7-5 uyarinca
. ) . - - . >750
Bumoduler fisler hizli ve basit baglantilar kurmak icin kullanilabilir. - Malzeme fig muhafazas:: polikarbonat, dogal
+ Performans 6zellikleri: CAT 3, 1GBase-T + Fis kontag: Fosfor bronz, nikel 0,6 p altin kaplama
+ Uygulama alanlari: Patch kablo montaiji + Yanialk: UL 94V-2
+ Standartlar: ISO/IEC 11801 3. Ed., EN 50173-1, EIA/TIA 568-C +  Fiziksel ézellikler:
+ Genel 6zellikler: + Yerlestirme kuvveti: <30 N
+ UL sertifikali + Bakiriletken capi: AWG (27/7 ... 24/7)
+ Teknik &zellikler: +  Calisma sicakligi: -40 °Cila +80 °C
+ Akim tasima kapasitesi: 50 °C'de 1A -1,5A

Logistics
Number Weight Depth Width Height cm?
(pcs) (kg) (cm) (cm) (cm)
Packaging Unit Carton 10000 9.69 41.00 29.00 22.00 26,158.00
Packaging Unit Inside 100 0.10 1.50 13.00 16.00 312.00
Packaging Unit Single 1 0.00 1.00 1.00 1.50 1.50
Net single without Packaging 1 0.00 1.00 1.00 1.50 0.00

Safety notes

+ Urtini nemden koruyun
+Urlind kurarken antistatik sarjdan kacinin
* Kurulum sirasinda ham kablo Ureticisinin teknik 6zelliklerine uyun

EU responsible person
EU based economic operator ensuring the product complies with the required regulations.

ASSMANN Electronic GmbH
Auf dem Schuffel 3
Ladenscheid, Germany
https://www.assmann.com
info@assmann.com
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