Datasheet

DIGITUS’

DIGITUS RJ45 fisler icin tel dolagsmasini engelleyici kilif

A-MOT/Y 8/8
EAN 4016032065241

Biikiilmeye karsi koruma mansonu, 8P8C modiiler fis icin Sari +  Calisma sicakligi: -40 °Cila +70 °C
renk + Korumali ve korumasiz moduler fisler i¢in uygundur

DIGITUS®'un bikuilme 6nleyici mansonlari, blendajl ve blendajsiz * Mandallama kolu korumasi

8P8C RJ45 moduler fislere hizli ve kolay montaj i¢in uygundur.
Kilitleme kolu korumasi ile donatilmislardir ve alti farkli renkte
mevcutturlar.

Logistics
Number Weight Depth Width Height cm?
(pcs) (kg) (cm) (cm) (cm)
Packaging Unit Carton 5000 9.33 35.50 30.00 28.50 30,352.50
Packaging Unit Inside 100 0.19 19.00 14.50 3.00 826.50
Packaging Unit Single 1 0.00 1.50 1.50 2.50 5.63
Net single without Packaging 1 0.00 1.50 1.50 2.50 0.00

Safety notes

+ Urtin nemden koruyun
+Urlind kurarken antistatik sarjdan kaginin
* Kurulum sirasinda ham kablo Ureticisinin teknik 6zelliklerine uyun

EU responsible person

EU based economic operator ensuring the product complies with the required regulations.

ASSMANN Electronic GmbH
Auf dem Schuffel 3
Ladenscheid, Germany
https://www.assmann.com
info@assmann.com
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