Planet Endustriyel 8 Baglanti Noktali Gigabit Anahtar,
Yonetilebilir

1GS-801M
EAN 4711213687266

Planet IP30 Endiistriyel Gigabit Anahtar, 8x10/100/1000, -40/+75°C, + Hizmet Kalitesi: Tum portlarda 4 6ncelik kuyrugu, trafik

Yoénetilebilir siniflandirmasi (IEEE 802.1p CoS, IP TOS / DSCP), Siki éncelik ve
Agirlikli Yuvarlak Robin (WRR) CoS yénergeleri

* IGMP Snooping v1 ve v2

+ Cok noktaya yayin medya uygulamalari icin IGM sorgu modu

+ |EEE 802.1x Baglanti Noktasi Tabanl Kimlik Dogrulama

+ Port Yansitma

+ Web arayuizu Uzerinden uzaktan bakim

Zorlu gevre kosullari icin en iyi ¢6ziim! + SNMP v1 ve v2c araciliglyla erisim

- 8 baglanti noktali 10/100/1000Base-T RJ-45 bakir arabirim * Olaylardan gelen alarm mesajlari icin SNMP tuzaklari

+ TUm 10Base-T/100Base-TX baglanti noktalari icin otomatik anlasma * Kablo tg;hls FeknOIOJ'S'
ve yarim ¢ift ydnlii / tam cift yénli modlari destekler * Metal govdeile IP-30 koruma

+ Her RJ45 portunda Auto-MDI/MDI-X algilama * DIN rayina (Ust §§pka rayl) montaj 16N uygurjdur .

+ Geri basing (yari cift yonli) ve IEEE 802.3x PAUSE cerceve akis * Yedek glic kaynagi: 12~48V DC, polarite tersine cevirme koruma
kontroll (tam cift yonld) yoluyla paket kaybini énler fonl_<3|yon|u yedek gui¢ kayn“agl

+  Yuksek performansl depola ve ilet mimarisi * -10ila 60 °C Calisma sicakhig|

+ 16Gbps arka panel Attributes

+ 9K jumbo paketleri destekler

+ 8K MAC adres tablosu

+ VLAN'lar (IEEE 802.1Q Etiket Tabanli VLAN, 64 VLAN grubuna kadar,
4096 VLAN Kimligi, Port Tabanl VLAN)

+ Baglanti toplama (4 adede kadar ana grup, ana grup basina 16
Gbps bant genisligine sahip 8 adede kadar baglanti noktasi, IEEE
802.3ad LACP, Cisco ether-channel)

+ Yayilan agag protokolU: IEEE 802.1d klasik yayilan agag algoritmasi,
IEEE 802.1w hizli yayilan agag protokoli

DIN rayina montaj veya duvara montaj icin IP30 endustriyel muhafaza,
8 x 10/100/1000 Mbps (RJ45), Otomatik MDI/MDI-X, calisma sicakhgl
-40 ila +75°C, gli¢ girisi 12-48V DC, gl tuketimi maks. 10 watt, VLAN,
LACP, STP, RSTP, QoS, IGMP snooping, web ydnetimi, boyutlar 135 x 87
X 32 mm, agirlik 472g.

+ Baglanti noktasi sayisi: 8

+ Ethernet hizi: Gigabit

+ Endustriyel kullanim: yes

+ Dis mekana uygun: no

*  Kurulum tipi: DIN rayi

+  POE (Ethernet Uzerinden GUg): no
+ Vandalliga karsi koruma: no

* VLAN: no

+ Yonetilen: yes

Logistics
Number Weight Depth Width Height 5
cm
(pcs) (kg) (cm) (cm) (cm)

Packaging Unit Carton 1 0.68 4.50 21.00 15.00 1,417.50
Packaging Unit Inside 1 0.68 4.50 21.00 15.00 1,417.50
Packaging Unit Single 1 0.68 4.50 21.00 15.00 1,417.50

Net single without Packaging 1 0.00 0.00 0.00 0.00 0.00
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EU based economic operator ensuring the product complies with the required regulations.
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